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ANTIOX L - powder 
Sterically Hindered Phenol Antioxidant 

 
 
CHEMICAL STRUCTURE: 
 
 

 

 

CHEMICAL DESCRIPTION: sterically hindered phenol, (butylated reaction product of  
para-cresol and dicyclopentadiene) 
CAS: 68610-51-5 
EINECS: 271-867-2 

PHYSICAL FORM: cream-coloured powder 
  
SPEZIFICATION (TYPICAL PROPERTIES)  

 Melting Point: min. 105°C 
 Volatiles: max. 1,0  % 
 2g/2h/150°C  
 Ash: max. 0,10 % (w/w) 
  
PRODUCT DESCRIPTION:  

ANTIOX L is used as a stabilizer, antioxidant and antiozonant in a variety of polymers including: SBR rubber and 
latex, neoprene, natural and synthetic polyisoprene, and nitrile. ANTIOX L is extremely active and persistent due to 
low volatility and low extractability. It remains active and stable indefinitely and does not hydrolyze. 
ANTIOX L effectively inhibits degradation of polymers due to heat, nitric oxide gas, and ultraviolet light- factors 
which severely limit original performance of the rubber or polymer, such decline in elongation, loss of tensile and 
increased hardness. Colour development in polymers is inhibited by improved thermal stability, reduced scorch, 
and by oxidative and UV stability. Because of the friable nature of ANTIOX L, it is easily handled in making 
aqueous dispersions for use in latex. It is not chemically reactive with other known compounding ingredients, so 
effect on such traits as cure, viscosity, color, etc., are not discernable. 
Approved by the FDA for use under the following: CFR 21, Section 175.105, 175.125, 177.2600, 178.2010. 
Furthermore it has BfR approval. 
  
STORAGE AND HANDLING:  

Retest period is 2 years. Keep package closed and store in a dry and dark area at 25°C 
 
PACKING:  

450 kg pallets with 30 bags of 15 kg net weight 
 
SAFETY: 

Please refer to Safety Data Sheet 


